
 

 

SPECCRETE® SHB-200AP 
ACCELERATED SETTING CEMENTITIOUS HIGH BUILD REPAIR MORTAR 

 
DESCRIPTION: Specco Speccrete® SHB-200AP is a single component, ready to use, multi-purpose, polymer modified, 
cementitious repair mortar designed for general repairs to concrete, mortar and masonry substrates.  Speccrete® SHB-
200AP may be used interior or exterior, in horizontal, vertical or overhead applications for repair to bridges, precast 
concrete, industrial plants, building facades, etc. using either a low pressure wet spray process or hand troweling methods.  
Speccrete® SHB-200AP is pre-blended for ideal consistency and formulated with low density, lightweight aggregates to 
allow high build applications on vertical and overhead surfaces.  Speccrete® SHB-200AP contains a polymer latex additive 
that will improve bond strength and eliminate the need for a separate two component liquid additive. Speccrete® SHB 
200AP also contains corrosion inhibiting additives to help protect long term durability of reinforcement steel.   
 
BENEFITS:  

 Polymer modified for improved bond 
 Light weight formulation provides high yield 
 Low wet mix density allows application up to 3” on vertical surfaces in one layer 
 Excellent adhesion 
 Low permeability provides excellent freeze / thaw resistance 

 
COMPOSITION: Proprietary blend of cement, plasticizers, silica fume, latex polymer, rheology modifying additives and 
selected aggregates for weight reduction, improved finishing, and shrinkage compensation.  This product contains no 
calcium chloride or intentionally added chlorides that contribute to reinforcement steel corrosion. 

 
LEED CREDIT CONSIDERATIONS: Materials and Resources: MR Credits 5.2: Regional materials- Greater than 20% extracted, 
processed & manufactured regionally at production location: Lemont, Il. 60439. 90% Content- Harvested within 500 miles 

 
TECHNICAL DATA:   

WORKING AND PERFORMANCE PROPERTIES @ 70º F (21º C) APPROXIMATE VALUES *
Density (Wet mix) per ASTM C 138: 110 lbs./cu.ft. (1.73 kg. /cu.me.)
Working time: 25 minutes                                     
Initial set per ASTM C-191 (Finishing time): 40 minutes                                 
Final set per ASTM C191: 1 hour 20 minutes                                           
Yield: 0.55 cubic feet per 50# unit

 
Compressive Strength per ASTM C-109: Results:
24 hours: 2800 psi (19.2 MPa)
3 days: 4700 psi (32.2 MPa)
28 days: 6800 psi (46.6 MPa)
Flexural Strength per ASTM C 348: -
28 days: 1315 psi (9.2 Mpa)
Slant Shear Bond Strength per ASTM C-882**: -
28 days 2110 psi (16.7 MPa)

*Above results were obtained using an approximately liquid / powder ratio of 18.25% = 4.40 quarts water per 50 lb. bag 
** C-882 modified method- mortar scrubbed into substrate 
 
SURFACE PREPARATION: All repairs should be performed in accordance with information stated. Areas to be treated shall be 
clean and free of oil, grease, dirt, deteriorated concrete and all contaminates that would prohibit bonding of the coating.  
Surfaces should be prepared using high pressure water blasting, scabbler or other mechanical means to obtain an exposed 
aggregate surface profile of + or – 1/16 inch of structurally sound integrity.   



 

 

SURFACE PREPARATION (continued): Saw cut the edges of any concrete repairs to a minimum depth of 3/8 inch (10mm) to 
avoid featheredging and to provide a square edge.  The entire repair area should be removed to this depth along the sawn 
edge.  Substrate should be saturated surface dry (SSD) with no standing water during the application.  Mechanically clean all 
reinforcing steel to remove all oxidation. 
 
MIXING: Place 4.40 quarts of water in the mixing container and slowly add 50# of Speccrete® SHB-200AP while continuously 
mixing with a mechanical low speed drill and paddle mixer.  Larger quantities may be mixed in a mortar mixer.  Adjust water 
to the desired consistency of the mortar, but do not exceed 19.5% water to powder = 1.17 gallon (4.70 quarts) per 50# bag.  
Mix Speccrete SHB-200AP to a uniform consistency for a minimum of three minutes. 
 

APPLICATION: Substrate should be saturated surface dry (SSD) with no standing water. Speccrete® SHB-200AP contains pre-
added polymers in the mix, therefore no additional priming or bonding agents are needed. However, a slurry coat is 
suggested for improved bond to the substrate.  Using a stiff brush apply a slurry coat of the mixed material scrubbing 
thoroughly into the face of the substrate to ensure proper bonding of the repair mortar. Before the bond coat dries, work 
the material into the primed surface filling all voids. After the slurry coat is completed and dried, mix Speccrete® SHB200AP 
and apply to the correct consistency stated above. Speccrete® SHB-200AP may be applied by hand or by wet spray process 
up to 3” (75mm) thickness on vertical surfaces and up to 1.5” (38mm) overhead in one lift. The minimum application 
thickness recommendation is approx. 3/8 inch (9.5mm).  Compact the mortar around exposed reinforcing steel.  Strike off 
the material with a straightedge and finish with a steel trowel.  Wooden or plastic floats and sponges may be used to provide 
the desired surface texture.  Where multiple lifts are required, score the top on each lift to provide a mechanical key for the 
next lift.  Allow preceding lift to harden and pre-wet with potable water before applying fresh material.   
 

When using the wet process application by low pressure spray, allow the first application to stiffen before leveling.  Before 
applying a second layer, allow the first coat to reach initial set.  Proper curing of Speccrete® SHB-200AP is extremely 
important and should be performed in accordance with ACI recommendations which will vary depending on weather and 
temperature conditions.  At ambient temperatures, use moist curing or a quality water base curing compound such as 
Specco Envirocure 1315. 
 

CAUTIONS: Use Speccrete® SHB-200AP when the surface temperature is 45º F (7º C) and rising.  Do not apply if the 
temperature is expected to fall below 40º F (4º C) within 24 hours of application.  Maximum application thickness in one lift 
is 3” (75mm) on vertical and 1.5” (38mm) overhead.  If Speccrete® SHB-200AP sags at any point during application, 
completely remove the material, re-prime the substrate, and re-apply the mortar at a reduced thickness.  Do not overwork 
the completed surface.  Minimum application thickness is 3/8 inch (9mm).  Do not cure with solvent based curing 
compounds.   
 
 

          GHS HAZARD RATINGS: DANGER: 

Irritant-Respiratory Tract Irritation.            Health Hazard: Known carcinogen           Health Hazard: Corrosive Material 
  

WARNINGS: HEALTH HAZARD & IRRITANT: This product contains both Portland cement & crystalline silica (a known 
carcinogen). It is established that prolonged breathing of crystalline silica dust over time will increase the risk of serious 
lung disease (Silicosis). Refer to product S.D.S. (SAFETY DATA SHEET) for FIRST AID INFORMATION, or any related health 
and safety information before using this product.  For medical emergencies only, call INFOTRAC @ 800-535-5053.  
 
FOR INDUSTRIAL USE ONLY.  KEEP OUT OF REACH OF CHILDREN. Avoid Inhalation of these dusts and any prolonged, direct 
contact with skin. Wear chemical resistant gloves, safety goggles, and O.S.H.A. /N.I.O.S.H. approved respirator during 
mixing and placement. Keep away from food and drink. Wash hands thoroughly after use and before eating. Do not take 
internally.   
 
NPCS HMIS SAFETY RATINGS: HEALTH = 2, FLAMMABILITY = 0, REACTIVITY = 0, PROTECTION = E   

 



 

 

 
 
 
 

STORAGE / SHELF LIFE: 40º to 90º F / 1 year properly stored in dry, cool area. 
 
PACKAGING: 50 lb. (22.72 kg) bags  
 
WARRANTY:  Specco Industries Inc  (Specco) solely and expressly warrants that its products shall be free from defects in 
materials and workmanship for one (1) year from the date of purchase. Unless authorized in writing by an officer of 
Specco, no other representations or statements made by Specco or its representatives, in writing or orally, shall alter this 
warranty. SPECCO MAKES NO WARRANTIES, IMPLIED OR OTHERWISE, AS TO THE MERCHANTABILITY OR FITNESS FOR 
ORDINARY OR PARTICULAR PURPOSES OF ITS PRODUCTS AND EXCLUDES THE SAME. If any Specco product fails to 
conform with this warranty, Specco will replace the product at no cost to Buyer. Replacement of any product shall be the 
sole and exclusive remedy available and buyer shall have no claim for incidental or consequential damages. Specco does 
not authorize anyone on its behalf to make any written or oral statements which in any way alter Specco’s installation 
information or instructions in its product literature or on its packaging labels. Specco explicitly excludes any written or 
oral statements or implied warranty on the performance of an applied/installed product manufactured or sold by or 
through Specco.  Specco has no control over Specco application standards adherence, site conditions, atmospheric 
variations, installer/applicator skill level or the determination of the suitability of any Specco products for a specific 
intended purpose.  Buyer shall be solely responsible for determining the suitability of Specco’s products for the Buyer’s 
intended purposes. Product demonstrations, if any, are done for illustrative purposes only and do not constitute a 
warranty or warranty alteration of any kind.  
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